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Item No. ___________________________________________

FizzBot
Automated Beverage Dispenser
Multi Flavor Carbonated / Uncarbonated

Features
Automates the entire drink production from order entry 
through the lidding process. Designed to fulfill peak drink 
volumes required globally at 450 drinks per hour, which is 
one drink completed every 8 seconds. Utilizes a remote chiller 
system to improve drink temperature and quality. Ethernet 
connection for Internet and POS connectivity.

Automatic Cup Drop System
Provides a single cup drop from cup storage stack into the unit for automatic 
drink preparation. 

Cup Sealer / Lidding
Integrated film lidding system provides an automated sealed cup that prevents 
spillage and supports easy straw access. Note: Sealer film can be customized 
to add a logo or any other marketing need.

Syrup Delivery System
Newton CFV syrup delivery system provides accurate dispensing and requires 
no field calibration.

Multiple Flavors
FizzBot supports up to 28 different flavors dispensed through two discrete 
product nozzles.

Beverage Staging
Provides staging for up to 8 drinks for easy crew retrieval allowing additional 
drink orders to be processed.

Order Identification
Two lines of text can be printed on the lid indicating the drink type, order 
number or any customized text.

Cup Low Indicator Lights
Integrated sensors monitor cup levels and display low cup indicator lights 
behind the cup sleeves as well as on the touch screen.

Touch Screen Controls
Microprocessor touch controls are embedded in a durable tempered glass 
panel.

Two Locking Casters
Front casters have a locking feature for operators to keep equipment in place.
The lock can be released to move the equipment for cleaning.

Approval Mark Note:  
The Approval marks shown below are pending.
Approvals may not apply to every model configuration. Approvals
may vary based on Voltage, Model Option and Accessory selection,
please contact your local distributor for more information.
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Bidding Specs
Electrical: Volt  Hz	  ph 	

Neutral:   Yes     No  

Options:

This unit may be manufactured with other electrical characteristics and may have additional 
regulatory agency approvals. Consult the local distributor for other electrical characteristics and 
agency approvals based on specific electrical and country requirements. 
(For exact electrical information, approval marks, always refer to the data label of the unit.) 

Continuing research results in steady improvements; therefore, 
these specifications are subject to change without notice.
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Authorized Distributor

All options may not be available in combination with others or with all electrical configurations. 
Please consult your local distributor.

Weights lbs.	 kgs.
Net 700 317
Crated 756 343

*For reference only
cu. ft.	 cu. m.

Volume
Dimensions in. mm.
Width 30 762
Depth 41.6 1,056
Height 90 2,286
Floor Clearance	 6-7 152-177

*Mounted on standard casters.
Electrical	 Maximum	 Minimum	 Poles (P)	

Fuse Size	 Circuit Ampacity	 Wires (W)
Volt/Hz/ph
U.S. - 120/60/1 15			
International - 208-230/50-60/1 15			
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Specifications
Electrical
One dedicated electrical connection is required. See the 
electrical chart for the proper electrical requirements. 
Manufactured to be cord connected. Consult your local 
electrician for cord and receptacle specifications as local codes 
allow. 




