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Keep the line moving with
the help of FizzBot™

Let FizzBot™ accurately dispense your 
fountain drinks, while employees

focus on improving guest experience.

• Fully automated, POS integrated fountain beverage dispensing
• Produces one drink every 8 seconds during continuous production
• Supports up to 3 different cup sizes
• Automated process includes hygienic sealing of each drink
• Supports up to 28 different flavors, plus ice
• CFValve dispensing, no brixing required

Labor Efficient
Minimal Waste
Consistent Quality, Every Time
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Utility Requirements* 

*See plumbing below

FizzBot™  
• 110 VAC, single Ф, 15A, NEMA 5-15P
• WiFi, Ethernet or Wireless

Ice Machine 

• Customer provided

Plumbing Requirements 
-Conduit connection to Remote Chiller: 

• 6x .675” OD hose clamped to machine input barbs 
• 3x .625” OD tube clamped to machine input barbs 
• 8x .500” OD tube clamped to machine input barbs (including

1 optional ambient flavor) 
-Any extra flavors/syrups that are ambient (optional – pull at least qty 1)
3/8” ID beverage line with beverage conduit 

• At least qty1x.500 OD (3/8” ID) tube clamped to machine
input barb 

-Drain line connection 1” Female PVC pipe (adapts to Fizz drain)
-6mm (1/4”) I.D. rated 100PSI min CO2 connection needed (powers ice
actuator), C02 exhaust connection optional 

• Pull this hose with beverage conduit, can tee to 100psi source
into M44 for carbonator 

Ice Machine-

Maximum Throughput One drink every 8 seconds 

User Interface Mounted touchscreen w/ POS Integration 

FizzBot™   

-Customer provided




